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General Description: 

The anti-slip tape is manufactured from the largest grade of aluminium oxide granules and an extra thick plastic 
carrier with high tack adhesive, this product is designed for demanding environments or difficult surfaces and it 
will remain in place for as long as you need it to. Perhaps you need to mark the edge of a set of steps and add 
anti slip in your plant or mark out different areas in a warehouse facility, this product will work well in any of 
these situations and so many others. The extra coarse product is specifically designed for industrial and heavy 
duty applications. 
With the deep grit surface, it resists being blocked by ice or dirt and will still offer the highest levels of anti-slip 
that you need for optimum levels of safety. The large grit particles will allow any water or substance to drain 
free from the surface. To achieve maximum effectiveness of this product and the strongest bond from the adhe-
sive, it is recommended that you use it with the marka IPA cleaner as well as the primer and EdgeFix to prolong 
the life of your tape. These products are essential for use on porous surfaces too. The tape and any equipment 
should be stored in a warm, dry place and in the original packaging until you are ready to use it.  

Suitable for use:  

¨ Coarse Anti Slip Tape is suitable for a variety of 
applications when you might have a slippery sur-
face and need to increase safety, in a warehouse 
for example.  

¨ Suitable for use in areas exposed to constant 
traffic that bring with it dirt, dust, debris and wa-
ter.  

¨ It is specifically designed for industrial and heavy 
duty applications. 
 

 

 

 

Principal features/benefits of use:  

¨ Tough and durable 

¨ High levels of Coefficient of Friction; this is how 
grip is measured. On heavily trafficked steps and 
stairs  

¨ Easy to apply 

¨ It is the world’s strongest and coarsest anti-slip 
tape that you can find on the market and it is 
ideal for use in areas that face continuous expo-
sure to the harshest conditions such as snow 
and ice.  
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Subject Value/Result  Test Method 

Applied Thickness MIL D-17951 1.74mm  Calliper Method 

Flammability 4 acceptances. Test cerƟficate 20151/1  Tests performed by Civil AviaƟons Au-
thority tesƟng house; Laboratory TesƟng 

Services Ltd in Otley, UK according to 
BS5438:1976 Test 2 and BS5867:1980 

Part 2  

Peel adhesion, N/25mm  17.9  180° FINAT FTMI 

Tensile strength, N/25mm 76.4  Lloyd, 500N load cell 

Resistance to U.V. Good  Grey Scale Test 

Applied weight 1255 g/m²  N/A 

DIN 51130 (ZH1/571), German slip re-
sistance test Safest result possible, test 
performed by Säurefliesner-Vereinigung 
E.V. Research and advisory insƟtute for 
floor and wall coverings   

R13   Inclined Plaƞorm Test for Slip Resistance 
In Shod CondiƟons The criƟcal angle at 
which a test person reaches the limit of 
safe walking on an inclined plane is used 

as a measure of slip resistance.   

 

 

 

 

 

Coefficient of fricƟon (slip resistance)  Dry 1.33 Coefficient of fricƟon (slip resistance), 
ASTM C 1028-96 (staƟc method) High 

figures indicate higher slip performance, 
tests performed by SoƩer FricƟon 

TesƟng Laboratory  

Wet 1.21 High figures indicate higher slip perfor-
mance, UK Slip Resistance Group guide-
lines put this in the best safety category, 

tests performed by SoƩer FricƟon 
TesƟng Laboratory  



Product Data Sheet– Extra Coarse Anti slip Tape 

  01934 864360     www.quanticksystems.co.uk 

 

Subject Value/Result   Test Method 

Dry 102 High figures indicate higher slip perfor-
mance, UK Slip Resistance Group guide-
lines put this in the best safety category, 

tests performed by SoƩer FricƟon 
TesƟng Laboratory  

Wet 80 High figures indicate higher slip perfor-
mance, UK Slip Resistance Group guide-
lines put this in the best safety category, 

tests performed by SoƩer FricƟon 
TesƟng Laboratory  

Minimum applicaƟon temperature  4°C N/A 

Minimum service temperature  -30°C Tests performed by Adhesive Technical, 
Purfleet, UK  

Maximum service temperature  70°C Tests performed by Adhesive Technical, 
Purfleet, UK  

Adhesive strength  33 Test result taken 14/7/2006 by Adhesive 
Technical Services Ltd, Purfleet, UK, con-
ducted according to AFERA specificaƟon 
Higher figures indicate higher adhesive 

performance.  

Maximum size of master roll  1168 x 100m N/A 

ElongaƟon at break PSTC-31  25%↑ PSTC-31  

Coefficient of fricƟon (slip resistance), 
Pendulum method (dynamic method), 
Conducted using TRL rubber   

Resistance to water (months) PSTC-35  10 PSTC-35  

Resistance to chemicals PSTC-35  Excellent  PSTC-35  

Resistance to motor oil PSTC-35  Excellent  PSTC-35  

Colour RAL Pantone Av. LRV Range 

Black 9004 Black U 0 0 

Green 6004 7484 U 0.6 0.9 

LRV Test Results 


